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Project Description

In Fall 2021, the Wing Luke Museum acquired the 1937 Eng Family Home (aka 
the Homestead) in the Chinatown-International District (CID) from its original 
owners. We propose to preserve and restore the largely intact house for the 
purpose of conducting guided immersion tours and exhibits with historical 
context. A 160 square foot second story addition is proposed at the house’s 
existing garage to provide space for a lift/stair as an accessible route up to the 
main level of the house and down to the basement. The project will also restore 
the exterior rockery, fence, and plantings at the front (8th Ave S), and introduce 
new garden landscaping at the back of the house. The existing loquat (Chinese 
fruit) trees will be saved. There will be a change of use from R-3 to B.

The Homestead, just one block south of the Museum, is one of the last 
remaining single-family homes in the CID, constructed despite the Chinese 
Exclusion Act, which disallowed citizenship and therefore property ownership 
for Chinese immigrants. Housing discrimination in Seattle also restricted 
residence for Asian Americans, Native Hawaiians, and Pacific Islanders 
(AANHPIs) in many neighborhoods and disallowed single-family homes in 
the commercially zoned Chinatown. Second-generation siblings, now in their 
80s and 90s, entrusted it to the Museum to preserve its legacy, a pioneering 
Chinese American family’s modest house with a basement bean sprout 
business. The home’s interior remains largely intact; it also includes a garden 
with original fishpond and loquat trees. We intend to restore the period home, 
while upgrading the electrical and security systems and adding audiovisual 
capacity. The immersion setting, similar to those already in operation at the 
Museum’s East Kong Yick Building, is intended to be as close to the “look and 
feel” of the original place as possible, while at the same time making reasonable 
accommodations for modern safety and ADA access logistics.

2021 年秋，陸榮昌亞洲博物館(Wing Luke Asian Museum) 從原業
主手中收購位於華埠國際區 (Chinatown-International District, 
CID) 建於 1937 年的伍氏家族房產。我們建議保留和修復這座基本
完好的房屋，以便進行在具有歷史背景下的展覽中，讓參觀者體驗
近乎其真實的情境，能完全投入，產生連結與共鳴（即所謂的沉浸式
參觀）。我們建議在房屋現有車庫上加建 160 平方英尺的二層建築，
為電梯/樓梯提供空間，作為通往主層和地下室的無障礙通道。該項
目還將修復屋前（第 8 大道南, 8th Ave S）外的假山、圍欄和植物，並
在屋後引入新的花園景觀。現有的枇杷樹 (中國果樹) 將被保留。用
途將從 R-3 更改為 B。

該房產位於博物館南一個街區處，是華埠國際區僅存的單戶住宅之
一。儘管《排華法案》(Chinese Exclusion Act)不允許華人移民獲得
公民身份，因此也不允許他們擁有房產，但該房屋還是建成了。 西
雅圖的住房歧視也限制了亞裔美國人、夏威夷原住民和太平洋島民 
(AANHPI) 在許多社區居住，並禁止在商業區的唐人街建造單戶住
宅。現年 80 多歲和 90 多歲的第二代兄弟姐妹將其委託給陸榮昌亞
洲博物館，以保存這棟華裔美國家庭的樸實住宅及地下室是經營豆
芽生意的遺產。房屋內部基本保持完好，它還包括一個花園，花園裡
有早期的觀景魚池和種植的枇杷樹。 我們打算修復這座老房子，同
時升級電氣和安全系統並增加視聽功能。沉浸式環境與陸榮昌亞洲
博物館的東公益大廈 (East Kong Yick Building) 已經投入使用的環
境類似，旨在盡可能接近原址的「外觀和感覺」，同時為現代安全和
ADA 殘疾人使用通道提供合理的調整。
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Building Information

AAddddrreessss  661111  88tthh  AAvvee  SSoouutthh,,  SSeeaattttllee,,  WWAA  9988110044  

AAPPNN  524780-2655 

CCoonnssttrruuccttiioonn  TTyyppee  V-B. Originally constructed in 1937. 1-2 story CMU walls over 
concrete foundation. Wood floor and roof joists.  

CCuurrrreenntt  UUssee  R-3 Single-family house with basement and attached garage. 

PPrrooppoosseedd  UUssee  B Occupancy (Function for occupant load factor would be 
considered Exhibit Gallery and Museum) 

Historic house for guided immersion tours 

SSpprriinnkklleerreedd  Not sprinklered 

FFiirree  AAllaarrmm  Not required 

SSttoorriieess  2 story with attached garage (existing) 

BBuuiillddiinngg  FFoooottpprriinntt  

GGrroossss  FFlloooorr  AArreeaa  

1,315 sq ft Building Footprint 

1,830 Sq Ft Total Building (Existing, with no addition proposed) 

  Basement/Garage Level: 810 sq ft 

   Main Level: 920 sq ft 

SSiittee  Currently undergoing Two Lot Short Plat Subdivision (Associated 
project numbers: 3040417‐LU, 3040418‐LU, 3040419‐LU) 

Existing Lot is 8,311 sq ft 

Remaining Lot will be 2,811 sq ft 

ZZoonniinngg  International District Mixed IDM 85/85-170 

HHiissttoorriicc  DDiissttrriicctt  International Special Review District 

Map B for 23.66.326 indicates the site is in the Retail Core, Asian 
Design Character District 

SSttrreeeett--lleevveell  UUssee 
((2233..6666..332266))  

Museum use is identified as a preferred street-level use 

 
From original permit drawings
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Summary of Work at Building Exterior and Site

General 
- Replacement of aluminum (non-original) windows with painted wood windows
- New exterior lighting and security cameras
- Paint exterior

Front Exterior Work
- Existing rockery and concrete cap to remain, except at new lift/stair
- Removal of current wood fence and reinstallation of wrought-iron fence 
 with new steel structural supports at code-compliant height
- New inclined platform lift and concrete stair at north-east corner for tour access
- New railing and security gate at north-east corner at new lift/stair
- New metal security gates at south pathway (both ends)
- Removal of non-original porch structure, over south stair landing at south wall

Back Exterior Work
- Enclosure for code-compliant stair access and ADA accessibility via platform 
 lift. Enclosure is located in a less-significant historical zone of the house, and is 
 designed in a modern format to clearly distinguish new from historical.
- Removal of shed structure on exterior of garage
- Replace door to Garage/Garden
- New window at existing garage door opening
- Demolish and reconstruct the garage chimney to meet seismic standards
- Demolish current chain-link fence, and install wood fence and gate.
- New planting areas, planter boxes, trellis structure
- Replace asphalt paving
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Location

Primary tour route to the 
Homestead

Canton Alley access to Backyard 
Garden (community gatherings)

Wing Luke 
Museum
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Historic Photos

Construction photo from 1937 looking towards the west facade, 
before the garage was constructed

The southeast corner of the house with the original framed 
window openings. At the south facade, the kitchen door opened 
directly outside.
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Historic Photos

The house, ca. 1939

Ca. 1940 with the addition of the concrete curb and decorative 
railing, and enclosed porch
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Historic Photos

Photo from the 1950’s, showing the porch windows & entry doors, window canopies, 
decorative light fixture, flags, and decorative railings

Photo of the family at the Canton Alley side of the 
house
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Historic Photos - Interior

Historic details
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Site Plan
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SCALE:   1" = 10'-0"1 PRELIMINARY SITE PLAN
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ADDRESS 611 8TH AVE SOUTH
SEATTLE, WA 98104

OWNER WING LUKE MUSEUM OF THE ASIAN PACIFIC 
AMERICAN EXPERIENCE

PROJECT DESCRIPTION RENOVATION OF AN EXISTING SINGLE FAMILY 
HOUSE FOR HISTORICAL DOCENT-LED TOURS.

ASSESSOR'S PARCEL NO. 524780-2655

LEGAL DESCRIPTION: 
(PER BARGAIN AND SALE DEED RECORDED UNDER RECORDING NO.
20211124001649, RECORDS OF KING COUNTY, WASHINGTON.)

THE NORTH 5 FEET OF LOT 6; LOT 7, EXCEPT THE NORTH 28 FEET OF THE EAST 76 
FEET; AND THE WEST 44 FEET OF LOT 8, ALL IN BLOCK 53, TOWN OF SEATTLE, AS 
LAID OUT BY D.S.MAYNARD (COMMONLY KNOWN AS D.S. MAYNARD'S PLAT OF 
SEATTLE), ACCORDING TO THE PLAT THEREOF RECORDED IN VOLUME 1 OF 
PLATS, PAGE 23, RECORDS OF KING COUNTY, WASHINGTON.

ZONING INTERNATIONAL DISTRICT MIXED IDM 85/85-170

HISTORIC DISTRICT INTERNATIONAL SPECIAL REVIEW DISTRICT

GROSS FLOOR AREA MAIN LEVEL: 920 SQ FT
BASEMENT LEVEL: 810 SQ FT
NEW FLOOR AREA: 120 SQ FT
TOTAL FLOOR AREA: 1,850 SQ FT

ASSOCIATED PROJECT NO. 3040417‐LU, 3040418‐LU, 3040419‐LU 
(CONCURRENT SHORT PLAT APPLICATION)

PROJECT INFORMATION
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SCALE:   1" = 10'-0"1 PRELIMINARY SITE PLAN
N

ADDRESS 611 8TH AVE SOUTH
SEATTLE, WA 98104

OWNER WING LUKE MUSEUM OF THE ASIAN PACIFIC 
AMERICAN EXPERIENCE

PROJECT DESCRIPTION RENOVATION OF AN EXISTING SINGLE FAMILY 
HOUSE FOR HISTORICAL DOCENT-LED TOURS.

ASSESSOR'S PARCEL NO. 524780-2655

LEGAL DESCRIPTION: 
(PER BARGAIN AND SALE DEED RECORDED UNDER RECORDING NO.
20211124001649, RECORDS OF KING COUNTY, WASHINGTON.)

THE NORTH 5 FEET OF LOT 6; LOT 7, EXCEPT THE NORTH 28 FEET OF THE EAST 76 
FEET; AND THE WEST 44 FEET OF LOT 8, ALL IN BLOCK 53, TOWN OF SEATTLE, AS 
LAID OUT BY D.S.MAYNARD (COMMONLY KNOWN AS D.S. MAYNARD'S PLAT OF 
SEATTLE), ACCORDING TO THE PLAT THEREOF RECORDED IN VOLUME 1 OF 
PLATS, PAGE 23, RECORDS OF KING COUNTY, WASHINGTON.

ZONING INTERNATIONAL DISTRICT MIXED IDM 85/85-170

HISTORIC DISTRICT INTERNATIONAL SPECIAL REVIEW DISTRICT

GROSS FLOOR AREA MAIN LEVEL: 920 SQ FT
 BASEMENT/GARAGE LEVEL: 810 SQ FT

TOTAL FLOOR AREA: 1,830 SQ FT  EXISTING TO 
BE RENOVATED

ASSOCIATED PROJECT NO. 3040417‐LU, 3040418‐LU, 3040419‐LU 
(CONCURRENT SHORT PLAT APPLICATION)

PROJECT INFORMATION
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Existing Conditions - 8th Ave S
Wood fence is non-original and obscures 
views of the front yard and house

Original wood windows were replaced with 
aluminum frame windows

Exterior paint colors are non-original

Deterioration at stone retaining wall, 
concrete block 

Non-original porch cover over south stair 
landing (bottom left image)

Loquat tree to remain
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Existing Conditions - Canton Alley Partner loquat tree to be protected and remain

Non-original shed structure 

Chain-link fence is non-original
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Existing Conditions - Windows

East Facade
Non-original aluminum windows to be replaced

West Facade
Non-original aluminum windows to be replaced
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Existing Conditions - Windows

Window E03 
Original window to be restored 

Window N01
Original window to be restored 
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Main Level Floorplan
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SCALE:   1" = 10'-0"1 PRELIMINARY SITE PLAN
N

ADDRESS 611 8TH AVE SOUTH
SEATTLE, WA 98104

OWNER WING LUKE MUSEUM OF THE ASIAN PACIFIC 
AMERICAN EXPERIENCE

PROJECT DESCRIPTION RENOVATION OF AN EXISTING SINGLE FAMILY 
HOUSE FOR HISTORICAL DOCENT-LED TOURS.

ASSESSOR'S PARCEL NO. 524780-2655

LEGAL DESCRIPTION: 
(PER BARGAIN AND SALE DEED RECORDED UNDER RECORDING NO.
20211124001649, RECORDS OF KING COUNTY, WASHINGTON.)

THE NORTH 5 FEET OF LOT 6; LOT 7, EXCEPT THE NORTH 28 FEET OF THE EAST 76 
FEET; AND THE WEST 44 FEET OF LOT 8, ALL IN BLOCK 53, TOWN OF SEATTLE, AS 
LAID OUT BY D.S.MAYNARD (COMMONLY KNOWN AS D.S. MAYNARD'S PLAT OF 
SEATTLE), ACCORDING TO THE PLAT THEREOF RECORDED IN VOLUME 1 OF 
PLATS, PAGE 23, RECORDS OF KING COUNTY, WASHINGTON.

ZONING INTERNATIONAL DISTRICT MIXED IDM 85/85-170

HISTORIC DISTRICT INTERNATIONAL SPECIAL REVIEW DISTRICT

GROSS FLOOR AREA MAIN LEVEL: 920 SQ FT
 BASEMENT/GARAGE LEVEL: 810 SQ FT

TOTAL FLOOR AREA: 1,830 SQ FT  EXISTING TO 
BE RENOVATED

ASSOCIATED PROJECT NO. 3040417‐LU, 3040418‐LU, 3040419‐LU 
(CONCURRENT SHORT PLAT APPLICATION)

PROJECT INFORMATION

Tour access 
from 8th Ave
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Lower Level (Basement) Floorplan
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SCALE:   1" = 10'-0"1 PRELIMINARY SITE PLAN
N

ADDRESS 611 8TH AVE SOUTH
SEATTLE, WA 98104

OWNER WING LUKE MUSEUM OF THE ASIAN PACIFIC 
AMERICAN EXPERIENCE

PROJECT DESCRIPTION RENOVATION OF AN EXISTING SINGLE FAMILY 
HOUSE FOR HISTORICAL DOCENT-LED TOURS.

ASSESSOR'S PARCEL NO. 524780-2655

LEGAL DESCRIPTION: 
(PER BARGAIN AND SALE DEED RECORDED UNDER RECORDING NO.
20211124001649, RECORDS OF KING COUNTY, WASHINGTON.)

THE NORTH 5 FEET OF LOT 6; LOT 7, EXCEPT THE NORTH 28 FEET OF THE EAST 76 
FEET; AND THE WEST 44 FEET OF LOT 8, ALL IN BLOCK 53, TOWN OF SEATTLE, AS 
LAID OUT BY D.S.MAYNARD (COMMONLY KNOWN AS D.S. MAYNARD'S PLAT OF 
SEATTLE), ACCORDING TO THE PLAT THEREOF RECORDED IN VOLUME 1 OF 
PLATS, PAGE 23, RECORDS OF KING COUNTY, WASHINGTON.

ZONING INTERNATIONAL DISTRICT MIXED IDM 85/85-170

HISTORIC DISTRICT INTERNATIONAL SPECIAL REVIEW DISTRICT

GROSS FLOOR AREA MAIN LEVEL: 920 SQ FT
 BASEMENT/GARAGE LEVEL: 810 SQ FT

TOTAL FLOOR AREA: 1,830 SQ FT  EXISTING TO 
BE RENOVATED

ASSOCIATED PROJECT NO. 3040417‐LU, 3040418‐LU, 3040419‐LU 
(CONCURRENT SHORT PLAT APPLICATION)

PROJECT INFORMATION

Access from 
Canton Alley 
through 10 ft 
easement
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8th Ave S 

Conceptual View
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SCALE:   1/4" = 1'-0"1 EAST ELEVATION
SCALE:   1/4" = 1'-0"2 SOUTH ELEVATION

SCALE:   1/4" = 1'-0"3

EAST ELEVATION - EXISTING
CONDITION

SCALE:   1/4" = 1'-0"4

SOUTH ELEVATION - EXISTING
CONDITION

TYPICAL EXTERIOR WORK
- PAINT BUILDING EXTERIOR  WALLS, DOORS, AND TRIM (RESTORE ORIGINAL COLORS)
- REPLACE (E) WINDOWS W/ WOOD FRAMED WINDOWS TO MATCH HISTORIC PHOTOS (U.N.O.)
- RESTORE PARAPET COPING AND LOUVERED VENT OPENINGS
- REFER TO STRUCTURAL NARRATIVE FOR MASONRY AND LINTEL REPAIR

Existing rockery and concrete cap to remain, except at new lift/stair

Removal of current wood fence and reinstallation of wrought-iron 
fence with new steel structural supports at code-compliant height

New inclined platform lift and concrete stair at north-east corner for 
tour access

New railing and security gate at north-east corner at new lift/stair

New metal security gates at south pathway (both ends)

Removal of non-original porch structure, over south stair landing at 
south wall

8th Ave S - Proposed Work
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www.garaventalift.com-5-

Design Hot Line: 1-800-663-6556

Finishes

Standard Color
The Xpress II rails and loading ramps are painted 
extruded aluminum. The non-aluminum components 
of the lift are finished in a durable polyester powder 
paint coating that is electro statically 
applied and baked at 210° C (410°F). Garaventa Lift’s 
standard color, Silver Moon, complements a variety 
of modern and traditional decors (color samples are 
available upon request). The conveyance cover and 
upper rail end caps are Silver Moon colored high qual-
ity ABS/PVC.

Custom Colors (Optional)
Garaventa Lift offers a choice of colors from the inter-
nationally accepted RAL color charts (color samples 
are available upon request).

The following list of items will be powder coated to 
the specified color when a custom color is ordered 
(for some of these items - see picture below).

(A) upper and lower rails
(B) pedestrian handrail
(C) platform grab rail
(D) curved arms 
(E) sensing plate, call stations, towers (if ordered)
(F) pedestrian boarding ramps
    
 
Optional paint colores are available

Standard Color Custom Color Example

C

B

D

A

E

Inclined Platform Lift 
An inclined platform lift is proposed at the northeast corner of the site to allow tours to enter the front of the house 
in a way that is accessible to everyone. This was important to the Eng family, advisory committee, and museum tour 
leaders. An additional lift is provided at the interior of the house to provide access to all levels of the house and 
garden, and to allow access to and from historic Canton Alley.

Lift model: Garaventa Lift Xpress II

Compatible for outdoor applications, with an outdoor platform cover to protect from the weather.

Folded when not in usePlatform travels along the stairway
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ADJ PROPERTY

ORIGINAL WOOD WINDOW 
TO BE REPAIRED

REPLACE (E) WINDOWS W/ 
WOOD FRAMED DOUBLE 
PANE WINDOWS, TYP.

REINSTALL ORIGINAL 
WROUGHT IRON GATE

(E) CONC STAIRS

01
E 02

E
02
E

03
E

01
E STEEL GATE

CONC STAIR WITH INCLINED 
PLATFORM LIFT (BEHIND ROCKERY 
WALL)

(E) LOQUAT TREE - 
PROTECT AND 
RETAIN

REPAIR (E) ROCKERY

DOME SECURITY 
CAMERA

DOME SECURITY 
CAMERA

MAIN LEVEL

92' - 2"

BASEMENT

84' - 3"

DB

ROOF

102' - 10"

WORKSHOP / GARDEN

86' - 3"

CA

INSTALL SALVAGED DOOR IN 
EXISTING OPENING AND INFILL 
OPENING AT EXTERIOR WITH 1-HR 
RATED WALL (CEMENT BOARD O/ 
PLYWOOD O/ 1X FRAMING)

ADDITION
9'-9"

(E) CONC 

(E) CMU

9'-
10

 1/
2"

1'-
1"

REPAIR (E) ROCKERY 

(E) CHIMNEY TO BE 
DEMOLISHED AND 
REBUILT

VERTICAL WOOD 
RAINSCREEN

LEAVE (E) DOOR IN PLACE AND 
INFILL OPENING AT EXTERIOR 
WITH 1-HR RATED WALL 
(CEMENT BOARD O/ PLYWOOD 
O/ 1X FRAMING)

(E) CMU

LOCKABLE 
STEEL GATE

LOCKABLE STEEL 
GATE

(E) CHIMNEY BEYOND

REPAIR AND REINSTALL 
ORIGINAL FENCE W/ NEW 
STEEL SUPPORTS

(E) CONC STEPS TO 
REMAIN

6'-
0"

(E) LOQUAT TREE - 
PROTECT AND RETAIN

8'-
10

"

7'-
6"

9'-
6"

WL-3 WL-3

WL-3

(E) DOOR

6'-
0"

MAIN LEVEL

92' - 2"

13

ROOF

102' - 10"

2

GARAGE ROOF

93' - 11 1/4"

WOOD GATE TO BE 
DEMOLISHED

3'-
8"

6'-6 1/2"3'-0 1/2"

4'-
4"

2'-10"

4'-
0"

ALUMINUM SINGLE PANE 
WINDOWS TO BE 
DEMOLISHED, TYP U.N.O.

ORIGINAL WOOD WINDOW 
TO BE REPAIRED

STRUCTURE BEYOND - 
TO BE DEMOLISHED

WOOD FENCE TO BE 
DEMOLISHED

ROCKERY TO BE REPAIRED

PAINTED CMU

(E) RETAINING WALL ON ADJ 
PROPERTY

MAIN LEVEL

92' - 2"

BASEMENT

84' - 3"

DB

ROOF

102' - 10"

WORKSHOP / GARDEN

86' - 3"

CA

GARAGE ROOF

93' - 11 1/4"

7'-
11

"

(E) CONC 

(E) CMU 

(E) CMU 

(E) DOOR TO BE 
REMOVED

(E) WOOD FENCE TO BE 
REMOVED

(E) CHIMNEY

OPEN
DRWAY

WOOD ADDITION (WALLS, 
FLOOR, ROOF) TO BE 
DEMOLISHED

(E) CHIMNEY BEYOND

(E) DOOR TO BE SALVAGED 
AND REINSTALLED AT SOUTH 
WALL

WOOD SHED STRUCTURE 
TO BE DEMOLISHED
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SCALE:   1/4" = 1'-0"1 EAST ELEVATION
SCALE:   1/4" = 1'-0"2 SOUTH ELEVATION

SCALE:   1/4" = 1'-0"3

EAST ELEVATION - EXISTING
CONDITION

SCALE:   1/4" = 1'-0"4

SOUTH ELEVATION - EXISTING
CONDITION

TYPICAL EXTERIOR WORK
- PAINT BUILDING EXTERIOR  WALLS, DOORS, AND TRIM (RESTORE ORIGINAL COLORS)
- REPLACE (E) WINDOWS W/ WOOD FRAMED WINDOWS TO MATCH HISTORIC PHOTOS (U.N.O.)
- RESTORE PARAPET COPING AND LOUVERED VENT OPENINGS
- REFER TO STRUCTURAL NARRATIVE FOR MASONRY AND LINTEL REPAIR

East & South Elevations - Proposed & Existing
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Conceptual View

Proposed Addition at Existing Garage Workshop

SUNDBERG
KENNEDY
LY-AU YOUNG
ARCHITECTSEng Homestead 3/30/23 CAC Meeting
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MAIN LEVEL

92' - 2"

BASEMENT

84' - 3"

1 3

ROOF

102' - 10"

WORKSHOP / GARDEN

86' - 3"

2

6'-
8 3

/4"
8'-

6"

3'-
0"

1'-
3"

3'-1"

7'-2"

7'-
0"

(E) CHIMNEY TO BE 
DEMOLISHED AND 
REBUILT PER 
STRUCTURAL

ADDITION
16'-7"

GARAGE ROOF

93' - 11 1/4"

(E) WINDOW TO REMAIN

REPLACE (E) DOOR
WINDOW AT (E) OPENING

3'-3 7/8" 4'-6 3/16"

LOCKABLE STEEL 
GATE

INSTALL SALVAGED 
WINDOW AT (E) OPENING

5'-
0"

3'-3 1/2"

VERTICAL 
WOOD 
RAINSCREEN

05
W

01
W

01
W

03
W

04
W

06
W

02
W

14
'-2

"

WL-1

WL-2

7'-
3"

10.1

DOME SECURITY 
CAMERA

6'-
0"

REPLACE (E) WINDOWS W/ 
WOOD FRAMED DOUBLE 
PANE WINDOWS, TYP.

MAIN LEVEL

92' - 2"

BASEMENT

84' - 3"

D B

ROOF

102' - 10"

WORKSHOP / GARDEN

86' - 3"

C A

8'-
6"

9'-9"

3'-
8"

7'-
3 1

/2"

GARAGE ROOF

93' - 11 1/4"

VERTICAL WOOD 
RAINSCREEN

(E) CMU 

(E) CONC

(E) CONC WALL ON 
ADJACENT LOT 

2'-1"

4'-
0"

1'-11"

(E) WINDOW TO REMAIN

REPAIR (E) WINDOW

STEEL FENCE

02
N

01
N

7'-
6"

WL-1

(E) CHIMNEY TO BE 
DEMOLISHED AND REBUILT 
PER STRUCTURAL

BAMBOO CANE TRELLIS 
PER LANDSCAPE

STONE BENCH

MAIN LEVEL

92' - 2"

BASEMENT

84' - 3"

1 3

ROOF

102' - 10"

WORKSHOP / GARDEN

86' - 3"

2

GARAGE ROOF

93' - 11 1/4"

6'-
8"

8'-
6"

3'-
0"

1'-
3"

3'-1"

2'-6" 6" 2'-6"

3'-
0"

(E) CHIMNEY TO BE 
DEMOLISHED AND REBUILT

(E) WINDOW TO REMAIN REPLACE (E) DOOR

REPLACE WINDOW 
AT (E) OPENINGS, 
TYP UNO

WOOD SHED STRUCTURE 
TO BE DEMOLISHED

STRUCTURE BEYOND TO 
BE DEMOLISHED

(E) WINDOWS TO DEMOLISHED 
AT NEW ADDITION

EXHAUST VENT TO 
BE DEMO'D

MAIN LEVEL

92' - 2"

BASEMENT

84' - 3"

D B

ROOF

102' - 10"

WORKSHOP / GARDEN

86' - 3"

C A

GARAGE ROOF

93' - 11 1/4"

8'-
6"

(E) CHIMNEY TO BE 
DEMOLISHED & REBUILT

(E) SHED STRUCTURE TO 
BE DEMOLISHED

(E) CMU 

(E) CONC

(E) CONC WALL ON 
ADJACENT LOT 

(E) WINDOW TO REMAIN

(E) WINDOW TO 
BE REPAIRED

(E) WOOD FENCE 
TO BE 
DEMOLISHED

Pr
oj

ec
t M

an
ag

er

RE
VI

SI
O

N
S

RE
VI

SI
O

N
S

Sc
al

e

Pr
oj

ec
t n

um
be

r

D
at

e

D
ra

w
n 

by

Ch
ec

ke
d 

by

Official 
Stamps:

NO
.  D

ES
CR

IP
TI

ON
    

    
    

    
    

    
    

    
    

DA
TE

Au
tod

es
k D

oc
s:/

/E
ng

 F
am

ily
 H

om
es

tea
d/E

ng
 H

om
es

tea
d.r

vt  1/
4"

 =
 1'

-0
"

2/
23

/2
02

4

En
g 

Fa
m

ily
 H

om
es

te
ad

 R
en

ov
at

io
n

61
1 

8t
h 

Av
e 

So
ut

h,
 S

ea
tt

le
, W

A 
98

10
4

JK
/ N

L

NL Ch
ec

ke
r

22
01

3

2/2
3/2

02
4

IS
RD

 C
ER

TI
FI

CA
TE

 O
F

AP
PR

O
VA

L

EX
TE

RI
O

R 
EL

EV
AT

IO
N

S 
- 

N
O

RT
H

 A
N

D
 W

ES
T

A3
.0

1

SCALE:   1/4" = 1'-0"1 WEST ELEVATION
SCALE:   1/4" = 1'-0"2 NORTH ELEVATION

SCALE:   1/4" = 1'-0"3

WEST ELEVATION - EXISTING
CONDITION

SCALE:   1/4" = 1'-0"4

NORTH ELEVATION - EXISTING
CONDITION

TYPICAL EXTERIOR WORK
- PAINT BUILDING EXTERIOR  WALLS, DOORS, AND TRIM (RESTORE ORIGINAL COLORS)
- REPLACE (E) WINDOWS W/ WOOD FRAMED WINDOWS TO MATCH HISTORIC PHOTOS (U.N.O.)
- RESTORE PARAPET COPING AND LOUVERED VENT OPENINGS
- REFER TO STRUCTURAL NARRATIVE FOR MASONRY AND LINTEL REPAIR

Enclosure for code-compliant stair access and ADA accessibility via platform 
lift. Enclosure is located in a less-significant historical zone of the house, and 
is designed in a modern format to clearly distinguish new from historical.

Removal of shed structure on exterior of garage

Replace door to Garage/Garden

New window at existing garage door opening

Demolish and reconstruct the garage chimney to meet seismic standards

Demolish current chain-link fence, and install wood fence and gate.

New planting areas, planter boxes, trellis structure

Replace asphalt paving

Proposed Addition at Existing 
Garage Workshop
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West & North Elevations - Proposed & Existing

MAIN LEVEL

92' - 2"

BASEMENT

84' - 3"

1 3

ROOF

102' - 10"

WORKSHOP / GARDEN

86' - 3"

2

6'-
8 3

/4"
8'-

6"

3'-
0"

1'-
3"

3'-1"

7'-2"

7'-
0"

(E) CHIMNEY TO BE 
DEMOLISHED AND 
REBUILT PER 
STRUCTURAL

ADDITION
16'-7"

GARAGE ROOF

93' - 11 1/4"

(E) WINDOW TO REMAIN

REPLACE (E) DOOR
WINDOW AT (E) OPENING

3'-3 7/8" 4'-6 3/16"

LOCKABLE STEEL 
GATE

INSTALL SALVAGED 
WINDOW AT (E) OPENING

5'-
0"

3'-3 1/2"

VERTICAL 
WOOD 
RAINSCREEN

05
W

01
W

01
W

03
W

04
W

06
W

02
W

14
'-2

"

WL-1

WL-2

7'-
3"

10.1

DOME SECURITY 
CAMERA

6'-
0"

REPLACE (E) WINDOWS W/ 
WOOD FRAMED DOUBLE 
PANE WINDOWS, TYP.

MAIN LEVEL

92' - 2"

BASEMENT

84' - 3"

D B

ROOF

102' - 10"

WORKSHOP / GARDEN

86' - 3"

C A

8'-
6"

9'-9"

3'-
8"

7'-
3 1

/2"

GARAGE ROOF

93' - 11 1/4"

VERTICAL WOOD 
RAINSCREEN

(E) CMU 

(E) CONC

(E) CONC WALL ON 
ADJACENT LOT 

2'-1"

4'-
0"

1'-11"

(E) WINDOW TO REMAIN

REPAIR (E) WINDOW

STEEL FENCE

02
N

01
N

7'-
6"

WL-1

(E) CHIMNEY TO BE 
DEMOLISHED AND REBUILT 
PER STRUCTURAL

BAMBOO CANE TRELLIS 
PER LANDSCAPE

STONE BENCH

MAIN LEVEL

92' - 2"

BASEMENT

84' - 3"

1 3

ROOF

102' - 10"

WORKSHOP / GARDEN

86' - 3"

2

GARAGE ROOF

93' - 11 1/4"

6'-
8"

8'-
6"

3'-
0"

1'-
3"

3'-1"

2'-6" 6" 2'-6"

3'-
0"

(E) CHIMNEY TO BE 
DEMOLISHED AND REBUILT

(E) WINDOW TO REMAIN REPLACE (E) DOOR

REPLACE WINDOW 
AT (E) OPENINGS, 
TYP UNO

WOOD SHED STRUCTURE 
TO BE DEMOLISHED

STRUCTURE BEYOND TO 
BE DEMOLISHED

(E) WINDOWS TO DEMOLISHED 
AT NEW ADDITION

EXHAUST VENT TO 
BE DEMO'D

MAIN LEVEL

92' - 2"

BASEMENT

84' - 3"

D B

ROOF

102' - 10"

WORKSHOP / GARDEN

86' - 3"

C A

GARAGE ROOF

93' - 11 1/4"

8'-
6"

(E) CHIMNEY TO BE 
DEMOLISHED & REBUILT

(E) SHED STRUCTURE TO 
BE DEMOLISHED

(E) CMU 

(E) CONC

(E) CONC WALL ON 
ADJACENT LOT 

(E) WINDOW TO REMAIN

(E) WINDOW TO 
BE REPAIRED

(E) WOOD FENCE 
TO BE 
DEMOLISHED
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SCALE:   1/4" = 1'-0"1 WEST ELEVATION
SCALE:   1/4" = 1'-0"2 NORTH ELEVATION

SCALE:   1/4" = 1'-0"3

WEST ELEVATION - EXISTING
CONDITION

SCALE:   1/4" = 1'-0"4

NORTH ELEVATION - EXISTING
CONDITION

TYPICAL EXTERIOR WORK
- PAINT BUILDING EXTERIOR  WALLS, DOORS, AND TRIM (RESTORE ORIGINAL COLORS)
- REPLACE (E) WINDOWS W/ WOOD FRAMED WINDOWS TO MATCH HISTORIC PHOTOS (U.N.O.)
- RESTORE PARAPET COPING AND LOUVERED VENT OPENINGS
- REFER TO STRUCTURAL NARRATIVE FOR MASONRY AND LINTEL REPAIR
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Exterior Paint Colors Addition 8th Ave S/Front fencing Back Yard Fencing

Metal Gates

Masonry, concrete 

Paint colors are based on historical 
photos and recollections and will be 
refined by a seriation test to reveal the 
original paint colors.

Vertical cedar siding Vertical cedar picket fence - 
spaced for visibility

Window trim, flashing, 
vent covers, wrought iron 
railing

Steel flat bar, painted

Proposed Materials & Colors

ENG HOMESTEAD - CHARACTER IMAGES

Staked bamboo - Screening Ver  cal Cedar Picket Fence - Spaced for Visibility Original Eng Family Backyard Gateway - New design will be 
larger scale to accommodate hanging a larger gate

“The house was completed in 1937, painted 
white with a water-based white paint made 
special for cinder blocks. Roof flashing was 
painted green...” (Uncle Tuck)
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Site: Landscape Design

DN

DN

DN

DN

DN

UP

96.8 SF

Exhibit
Space

04

20.2 SF

Entry
01

166.6 SF

Exhibit
Space

02

113.5 SF

"Kitchen"
Exhibit
Space

03

120.3 SF

Exhibit
Space

05

47.6 SF

"Bath"
Exhibit

06

148.9 SF

Exhibit
Space

08

89' - 8"

15.7 SF

Closet
08A

15.7 SF

Hall
07

90' - 6 3/4"

92' - 2"

92' - 2"

11
'-6

"

10
'

EA
SE

ME
NT 8'

7'-
4"

7'-
4"

7'-
4"

5'-
7"

3'-
7"

BAMBOO SCREENING WITH SUPPORT STAKES 4' O.C.

8' WIDE DOUBLE-SWING
GATE ON 6X6 POSTS

VERTICAL PLANK WOOD FENCE:
ROUGH CEDAR 1X4 PLANKS WITH

1.5" SPACING AND 4X4 POSTS

12" PLANTING STRIP

PLANTING AREA

EXISTING CAMELLIA

EXISTING TREES AND PLANTER WALL

EXISTING TREE

NEW CONCRETE FOOTINGS
FOR RAILING. 8"X8"X18"DEPTH,
MAX 8' O.C.

BAMBOO CANE TRELLIS
WITH HANGING GOURDS

SEASONAL VEGETABLE GARDEN
BOXES WITH HANGING GOURDS.
SOIL ONLY; NO MULCH IN PLANTER BOXES

BENCH

BENCH

WATER FEATURE BASE BID:
PROVIDE 34" WATER SUPPLY LINE STUB

UP AND 120V ELECTRICAL OUTLET
ADD ALTERNATE:

18" DEEP CONCRETE BASIN WITH
OFF-THE-SHELF FOUNTAIN PUMP, 14 TON

NATURAL STONE CORE-DRILLED
FOUNTAIN HEAD WATER FEATURE

BASE BID:
RESURFACE EXISTING
ASPHALT PAVING
ADD ALTERNATE:
5" DEPTH CONCRETE PAVING
WITH BROOM FINISH

12" HT. PT. WOOD PLANTER
BOXES PAINTED BLACK

6' HT. WOOD MAN GATE

6' HT. WOOD MAN GATE

NEW CONCRETE PAVING

42" HT. WROUGHT IRON RAILING TO
BE CUSTOM FABRICATED TO MATCH
EXISTING RAILING ON SITE AND
ATTACHED TO NEW WALL WITH
ANCHOR PLATES AND SS BOLTS,
POSTS TO BE EMBEDDED IN
CONCRETE WHERE NEW WALL ENDS

BASE BID:
EXISTING CONCRETE PAVING

ADD ALTERNATE:
NEW CONCRETE PATH AND STEPS

FLUSH TRANSITION
BETWEEN NEW AND OLD

CONCRETE

PORTAL:
CHARACTER OF ORIGINAL POST
AND LINTEL WITH LARGER SCALE:
8X8 ROUGH FINISH WESTERN RED
CEDAR POSTS WITH 8X12 ROUGH
CEDAR CROSS BEAM. POSTS TO
BE 12' HT ABOVE GRADE

SCALE:
SITE PLAN1 1/4"=1'-0"
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Site: Landscape Planting Plan

DN

DN

DN

DN

DN

UP

96.8 SF

Exhibit
Space

04

20.2 SF

Entry
01

166.6 SF

Exhibit
Space

02

113.5 SF

"Kitchen"
Exhibit
Space

03

120.3 SF

Exhibit
Space

05

47.6 SF

"Bath"
Exhibit

06

148.9 SF

Exhibit
Space

08

15.7 SF

Closet
08A

15.7 SF

Hall
07

PYGMY BAMBOO

LIRIOPE

FATSIA JAPONICA

MULCH ONLY,TYP.
NO PLANTING

1'

1'

MAHONIA E. 'SOFT CARESS'

GROUNDCOVER MIX:
LIRIOPE AND TRICYRTIS

GROUNDCOVER MIX:
LIRIOPE AND TRICYRTIS

AKEBIA VINE

8'

4'

GROUNDCOVER MIX:
LIRIOPE AND TRICYRTIS MAHONIA E. 'SOFT CARESS'

2' 2'

MULCH ONLY, TYP.
NO PLANTING

EXISTING TREES

GOLDEN BAMBOO WITH SUPPORT STAKES 4' O.C.

SEASONAL VEGETABLE GARDEN
PLANTING WITH HANGING GOURDS
BY OWNER - SOIL ONLY, NO MULCH

GROUNDCOVER MIX:
IRIS CONFUSA AND LIRIOPE MUSCARI

EXISTING TREE

SARCOCOCCA HOOKERIANA
VAR. HUMILIS

EXISTING CAMELLIA

HOSTA

PLANTING SCHEDULE

BOTANICAL NAME /
COMMON NAME SIZE COMMENTSSYMBOL

MAHONIA EURYBRACTEATA 'SOFT CARESS' /
SOFT CARESS MAHONIA

1-GAL. CONT.

FATSIA JAPONICA /
JAPANESE ARALIA

5-GAL. CONT.1 WELL SPREAD WITH DENSE FOLIAGE TO GRADE

6 WELL SPREAD WITH DENSE FOLIAGE TO GRADE

QTY

PHYLLOSTACHYS AUREA /
GOLDEN BAMBOO

10' MIN. HT.10 48" O.C.; FULL FOLIAGE, UPRIGHT BROWTH WITH
MIN. 3 CANES; STAKED WITH 1.5"DIA. WOOD
DOWEL PAINTED BLACK

SARCOCOCCA RUSCIFOLIA /
FRAGRANT SWEET BOX

2-GAL. CONT.14 30" O.C.; WELL SPREAD WITH DENSE FOLIAGE TO
GRADE

AKEBIA QUINATA /
CHOCOLATE VINE

1-GAL. CONT.4 WELL SPREAD WITH DENSE FOLIAGE TO GRADE

SHRUBS AND VINES

HOSTA 'FRAGRANT BOUQUET' /
FRAGRANT BOUQUET HOSTA

1-GAL. CONT.3 WELL SPREAD WITH DENSE FOLIAGE TO GRADE

PERENNIALS

PAEONIA LACTIFLORA /
CHINESE PEONY

1-GAL. CONT.2 WELL SPREAD WITH DENSE FOLIAGE TO GRADE

PLEIOBLASTUS PYGMAEUS /
PYGMY BAMBOO

1 GAL. CONT.

GROUNDCOVER

1 GAL. CONT. 12" O.C.; FULL FOLIAGE AND VIGOROUS GROWTH

20

21

GROUNDCOVER MIX TYPE 1
1 GAL. CONT. COMPACT AND VIGOROUS FOLIAGE, 12" O.C.

TRIANGULAR SPACING, TYP.
LIRIOPE MUSCARI 'BIG BLUE' /
LILY TURF
TRICYRTIS /
TOAD LILY

1 GAL. CONT. COMPACT AND VIGOROUS GROWTH, 12" O.C.
TRIANGULAR SPACING, TYP.

70%

30%

46

20

12" O.C.; FULL FOLIAGE AND VIGOROUS GROWTH

GROUNDCOVER MIX TYPE 2
1 GAL. CONT. COMPACT AND VIGOROUS FOLIAGE, 12" O.C.

TRIANGULAR SPACING, TYP.
IRIS CONFUSA /
IRIS

1 GAL. CONT. COMPACT AND VIGOROUS GROWTH, 12" O.C.
TRIANGULAR SPACING, TYP.

30%

70%57

24

LIRIOPE MUSCARI 'BIG BLUE' /
LILY TURF

LIRIOPE MUSCARI 'BIG BLUE' /
LILY TURF

PLANTING SCHEDULE

BOTANICAL NAME /
COMMON NAME SIZE COMMENTSSYMBOLQTY

SHRUBS AND VINES

SCALE:
SITE PLAN1 1/4"=1'-0"
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Site: Landscape Design

ENG HOMESTEAD - PLANTING FRONT

Fatsia japonica - Japanese aralia Sarcococca ruscifolia - Fragrant sweet box

Iris confusa - Bamboo iris Hosta ‘Fragrant bouquet’

Mahonia e. ‘So   Caress’ Paeonia lac   ora - Chinese peony

Tricyr  s hirta - Toad lily Liriope muscari - Lily turf
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Site: Landscape Design

ENG HOMESTEAD - PLANTING BACK

Akebia quinata - Chocolate vine Phyllostachys aurea - Golden bamboo

Iris confusa - Bamboo iris Hosta ‘Fragrant bouquet’

Pleioblastus pygmaeus - Pygmy bamboo Mahonia e. ‘So   Caress’ 

Tricyr  s hirta - Toad lily Liriope muscari - Lily turf
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Site: Landscape Design

ENG HOMESTEAD - SEASONAL VEGETABLE GARDEN
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Site: Landscape Design

ENG HOMESTEAD - CHARACTER IMAGES

Staked bamboo - Screening Ver  cal Cedar Picket Fence - Spaced for Visibility Original Eng Family Backyard Gateway - New design will be 
larger scale to accommodate hanging a larger gate
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MAIN LEVEL

92' - 2"

D B

ROOF

102' - 10"

WORKSHOP / GARDEN

86' - 3"

C A

(E) CONC WALL ON 
ADJACENT LOT 

6'-
0"

GROUND LEVEL AT ADJACENT 
NORTH PROPERTY

VERIFY IN FIELD
40'-10 3/4"

REFER TO A3.00 & A3.01 FOR BUILDING NOTES

VERTICAL PLANK WOOD 
FENCE: ROUGH CEDAR 1X4 
PLANKS WITH 1.5" SPACING 
AND 4X4 POSTS

BAMBOO CANE TRELLIS 
STRUCTURE PER LANDSCAPE

1 3

WORKSHOP / GARDEN

86' - 3"

2

REFER TO A3.00 & A3.01 FOR BUILDING NOTES

VERIFY IN FIELD
27'-0" 8'-0" 2'-2 1/2"

12
'-0

"

8X8 ROUGH FINISH WESTERN 
CEDAR POSTS WITH 8X12 
ROUGH CEDAR CROSS BEAM. 

DOUBLE SWING GATE

VERTICAL PLANK WOOD 
FENCE: ROUGH CEDAR 1X4 
PLANKS WITH 1.5" SPACING 
AND 4X4 POSTS

BAMBOO CANE TRELLIS 
STRUCTURE PER LANDSCAPE
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SCALE:   1/4" = 1'-0"1 NORTH ELEVATION - FENCE

SCALE:   1/4" = 1'-0"2 WEST ELEVATION - FENCE

Proposed Fence at Canton 
Alley side
Cedar “Portal” garden entry from Canton Alley

Vertical plank wood fence

Note: The property to the west will likely be developed in the 
future, so the fence may or may not be incorporated into the 
new development. Canton Alley access will remain via a 10 
foot wide access easement.
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5' 5'

7'-
6"8'-

3"

1'-
6"

6"

6'-
9"

1'

ALUMINUM MEMBERS
1.5" X 1.5" SQUARE POSTS
1" X 1" SQUARE JOISTS
.75" X .75" RAFTERS
ALL POWDER COATED WHITE

6" RADIUS X 18" DEEP
CORE DRILL INTO ASPHALT
WITH CONCRETE, TYP.

6" 1'

1' 1'

.75" RAFTERS, TYP.

1" SQUARE JOISTS, TYP.

1.5" SQUARE POSTS, TYP.

SCALE:
TRELLIS ELEVATION1 1/2"=1'-0"

5' 5'

7'-
6"8'-

3"

1'-
6"

6"

6'-
9"

1'

ALUMINUM MEMBERS
1.5" X 1.5" SQUARE POSTS
1" X 1" SQUARE JOISTS
.75" X .75" RAFTERS
ALL POWDER COATED WHITE

6" RADIUS X 18" DEEP
CORE DRILL INTO ASPHALT
WITH CONCRETE, TYP.

6" 1'

1' 1'

.75" RAFTERS, TYP.

1" SQUARE JOISTS, TYP.

1.5" SQUARE POSTS, TYP.

SCALE:
TRELLIS ELEVATION1 1/2"=1'-0"

5' 5'

7'-
6"8'-

3"

1'-
6"

6"

6'-
9"

1'

ALUMINUM MEMBERS
1.5" X 1.5" SQUARE POSTS
1" X 1" SQUARE JOISTS
.75" X .75" RAFTERS
ALL POWDER COATED WHITE

6" RADIUS X 18" DEEP
CORE DRILL INTO ASPHALT
WITH CONCRETE, TYP.

6" 1'

1' 1'

.75" RAFTERS, TYP.

1" SQUARE JOISTS, TYP.

1.5" SQUARE POSTS, TYP.

SCALE:
TRELLIS ELEVATION1 1/2"=1'-0"

Trellis Structure
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Site: Lighting
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B

B

C

C

A

A

96.8 SF

Exhibit
Space

04

20.2 SF

Entry
01

166.6 SF

Exhibit
Space

02

113.5 SF

"Kitchen"
Exhibit
Space

03

120.3 SF

Exhibit
Space

05

47.6 SF

"Bath"
Exhibit

06

148.9 SF

Exhibit
Space

08

22

15.7 SF

Closet
08A

15.7 SF

Hall
07

DEMO EXIST 
FIXTURE

NEW CAMERA

NEW 
CAMERA

LIFT

LANDSCAPE FACADE LIGHTING
AIM AT BUILDING AND EXIST TREE

NEW LIGHTING AT EXIST 
LOCATION, TYPICAL

NEW WIRING/CONDUIT TO 
EXIST LIGHT LOCATION
REWIRE LIGHT

16

16

16

14

18

18

18A-14,16,18

19

19

17

A-21,23

21

21

21

A-17,19,21

REWIRE EXISTING LIGHT
INSTALL NEW SWITCH AT EXIST LOCATION

SL-1

SL-1

SL-1

SL-1

SL-1

WL-1

WL-1

WL-3 WL-3 WL-3

GL-1

GL-1

GL-1

GL-1

18

WL-2
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SCALE:   1/4" = 1'-0"1 MAIN LEVEL PLAN - ELECTRICAL
N

SHEET NOTES:
1. INTENT IS TO REPLACE EXISTING

ELECTRICAL IN-PLACE WITH NEW
WIRING, DEVICES AND FIXTURES.
NEW ELECTRICAL DEVICES WHERE
SHOWN.

2. NEW RECEPTACLES TO BE TYPE TR.

3. ALL WIRING AND CABLING IS TO BE
CONCEALED IN WALLS OR
CEILINGS.ACCEPTABLE TO FISH
CABLING AND FLEX CONDUIT AS
NEEDED; RESTORE WALLS AND
CEILINGS WHERE DEMO IS
NECESSARY.

4. LIGHTING FIXTURES TO BE LED.
PROVIDE NEW WIRING AND
CONTROLS AND SHOWN.

5. FIRE DETECTION AND ALARM
SYSTEM SCOPE IS TO BE
DETERMINED BASED ON AHJ
OCCUPANCY DESIGNATIONS AND
REQUIREMENTS. AT MINIMUM, NEW
HARD-WIRED SMOKE DETECTORS
ARE ANTICIPATED.

GARDEN LIGHTING TBD
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Site: Lighting

Introduction
The WDGE LED family is designed to meet 
specifier’s every wall-mounted lighting need in 
a widely accepted shape that blends with any 
architecture. The clean rectilinear design comes 
in four sizes with lumen packages ranging from 
1,200 to 25,000 lumens, providing true site-wide 
solution. 

WDGE1 delivers up to 2,000 lumens with a soft, 
non-pixelated light source, creating a visually 
comfortable environment. The compact size of 
WDGE1, with its integrated emergency battery 
backup option, makes it an ideal over-the-door 
wall-mounted lighting solution.

One Lithonia Way  •  Conyers, Georgia 30012  •  Phone: 1-800-705-SERV (7378)  •   www.lithonia.com
© 2019-2023 Acuity Brands Lighting, Inc.  All rights reserved.

WDGE1 LED

Rev. 11/16/23
COMMERCIAL OUTDOOR

WDGE1 LED
Architectural Wall Sconce

Catalog 
Number

Notes

Type

Depth (D1): 5.5"

Depth (D2): 1.5"

Height: 8"

Width: 9"

Weight:  
(without options) 9 lbs

Hit the Tab key or mouse over the page to see all interactive elements.

Specifications

Series Package Color Temperature CRI Distribution Voltage Mounting

WDGE1 LED P0   
P1   
P2

27K 2700K 
30K 3000K 
35K 3500K 
40K 4000K 
50K 1 5000K 

80CRI
90CRI

VF Visual comfort forward throw
VW Visual comfort wide

MVOLT
347 2

Shipped included
SRM Surface mounting bracket
ICW Indirect Canopy/Ceiling Washer bracket (dry/damp locations only)5

Shipped separately
AWS 3/8inch Architectural wall spacer
PBBW Surface-mounted back box (top, left, right conduit entry) Use when 

there is no junction box available.

Options Finish

E4WH 3 Emergency battery backup, Certified in CA Title 20 MAEDBS (4W, 0°C min)
PE 4 Photocell, Button Type
DS Dual switching (comes with 2 drivers and 2 light engines; see page 3 for details)
DMG 0-10V dimming wires pulled outside fixture (for use with an external control, ordered separately)
BCE Bottom conduit entry for back box (PBBW). Total of 4 entry points.
BAA Buy America(n) Act Compliant
DSLE Dual Switching (1 Driver, 2 Light Engines)

DDBXD Dark bronze
DBLXD Black
DNAXD Natural aluminum
DWHXD White
DSSXD Sandstone

DDBTXD Textured dark bronze
DBLBXD Textured black
DNATXD Textured natural aluminum
DWHGXD Textured white
DSSTXD Textured sandstone

Ordering Information EXAMPLE: WDGE1 LED P2 40K 80CRI VF MVOLT SRM PE DDBXD

Luminaire Standard EM, 0°C Cold EM, -20°C Sensor
Lumens (4000K)

P1 P2 P3 P4 P5 P6

WDGE1 LED 4W -- -- 1,200 2,000 -- -- -- --

WDGE2 LED 10W 18W Standalone / nLight 1,200 2,000 3,000 4,500 6,000 --

WDGE3 LED 15W 18W Standalone / nLight 7,500 8,500 10,000 12,000 -- --

WDGE4 LED -- -- Standalone / nLight 12,000 16,000 18,000 20,000 22,000 25,000

WDGE LED Family Overview

D1W

D2

H

®

CATALOG  
NUMBER

NOTES

TYPE

© 2014-2023 Acuity Brands Lighting, Inc. • One Lithonia Way, Conyers GA 30012 
Phone: 800-705-SERV (7378) • www.hydrel.com

ASPEN_LED | Rev. 11/07/23
Page 1 of 11

ASPEN LED
12V/120V LED

HIGHLIGHTS

• Accent lights are suitable for a variety of mounting 
applications including ground, wall, tree, sign and 
architectural accents

• Suitable for wet locations

• Integral driver for 120V

• Dimmable using standard Triac dimmer for 120V and 
dimmable using standard MLV dimmer and magnetic 
transformer for 12V

• Tapered-sure lock

• Available in 80CRI and 90CRI

• 1,100lm

TM

DIMENSIONS

Specifications

Weight: 1.6 lbs.

H: 5.85" (149mm) w/C1
6.79" (172mm) w/C2
8.65" (220mm) w/C3

2.45″
(62mm)

5.85″
(149mm)

1.63″ (41mm)

2.45″
(62mm)

6.79″
(175mm)

2.45″
(62mm)

45
8.65″
(220mm)

C3C2C1

1.63″ (41mm)

1.63″ (41mm)1.63″ (41mm)

C1 C2

C3

SHORT 
FLUSH

     LENS 
RECESSED

     45
CUTOFF

STANDARD DISTRIBUTION

15DEG 25DEG 30DEG

40DEG 55DEG

LUMEN PACKAGES

15DEG 20DEG 25DEG 30DEG 35DEG 40DEG 45DEG 50DEG 55DEG

Delivered Lumens 685 623 659 642 674 656 634 639 641

Watts 11 11 11 11 11 11 11 11 11

LPW 62 57 60 58 61 60 58 58 58

Peak Candela 5,056 2,725 2,827 1830 1569 1212 982 742 664

Note: Information based on 4000K @ P1, 80CRI, 120 Volt with C1 cap and FLC lens

ASPEN

180

CEDAR

180

PALM

180

PINE

180

AIMING DETAILS

Series Color Temperature Voltage Controls Finish

WPX0 LED ALO 850 - 1,650 Lumens SWW2 3000K / 4000K / 5000K MVOLT 120V - 277V PE Photocell (On/Off) DDBXD Dark bronze

Note: The lumen output and input power shown in the ordering tree are average 
representations of all configuration.

NOTES:
Default out of the box settings: 1,650 Lumens, 4000K, Photocell enabled

One Lithonia Way • Conyers, Georgia 30012 • Phone: 1-800-705-SERV (7378) • www.lithonia.com
© 2020-2022 Acuity Brands Lighting, Inc.  All rights reserved.

WPX0 LED

Rev. 10/31/22

COMMERCIAL OUTDOOR

WPX0 LED 
Wall Pack

Ordering Information EXAMPLE: WPX0 LED ALO SWW2 MVOLT PE DDBXD

Catalog 
Number

Notes

Type

Hit the Tab key or mouse over the page to see all interactive elements.

Introduction
The WPX LED wall packs are energy-efficient, 
cost-effective, and aesthetically appealing 
solutions for both HID wall pack replacement and 
new construction opportunities. Available in four 
sizes, the WPX family delivers 850 to 9,200 lumens 
with a wide, uniform distribution.

The WPX0 full cut-off wall pack is an excellent 
above the door lighting solution. Reliable 
IP66 construction and excellent LED lumen 
maintenance ensure a long service life. Standard 
features such as Adjustable Lumen Output (ALO), 
color switching and switchable photocell make 
WPX0 ideal for any application.

Specifications

FEATURES & SPECIFICATIONS

INTENDED USE
The WPX LED wall packs are designed to provide a cost-effective, energy-efficient solution for 
the one-for-one replacement of existing HID wall packs. The WPX0, WPX1, WPX2 and WPX3 are 
ideal for replacing up to 70W, 150W, 250W, and 400W HID luminaires respectively. WPX luminaires 
deliver a uniform, wide distribution. WPX is rated for -40ºC to 40ºC.

CONSTRUCTION
WPX feature a die-cast aluminum main body with optimal thermal management that both 
enhances LED efficacy and extends component life. The luminaires are IP66 rated, and sealed 
against moisture or environmental contaminants.

ELECTRICAL
Light engine consist of high-efficacy LEDs and LED lumen maintenance of L86/100,000 hours. 
Color temperature (CCT) can be switched between 3000K, 4000K and 5000K with minimum CRI

of 80. Electronic driver ensures system power factor >90% and THD <20%. The luminaire operates 
on MVOLT (120V - 277V) input.

A module inside the luminaire allows the installer to not only switch between CCTs, but also the 
adjust the lumen output and switch on and off the photocell (PE).

INSTALLATION
WPX can be mounted directly over a standard electrical junction box. A port on the back surface 
allows poke-through conduit wiring on surfaces that don't have an electrical junction box. Wiring 
can be made in the integral wiring compartment in all cases. WPX is only recommended for 
installations with LEDs facing downwards.

LISTINGS
CSA Certified to meet U.S. and Canadian standards. Suitable for wet locations. IP66 Rated. 
DesignLights Consortium® (DLC) qualified product. Not all versions of this product may be DLC 
qualified. Please check the DLC Qualified Products List at www.designlights.org/QPL to confirm 
which versions are qualified.

WARRANTY
5-year limited warranty. This is the only warranty provided and no other statements in this 
specification sheet create any warranty of any kind. All other express and implied warranties are 
disclaimed. Complete warranty terms located at:  
www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx.

Note: Actual performance may differ as a result of end-user environment and application. 
All values are design or typical values, measured under laboratory conditions at 25°C.  
Specifications subject to change without notice.

H

W D 

Depth (D): 2”

Height (H): 5.75”

Width (W): 5.5”

Weight: 2.5lbs

Hydrel Aspen LED
Finish: Bronze Smooth

AXIS P3268-LVE Dome Camera (or similar)
Finish: White

 Architectural Wall Sconce
WDGE1 LED
Finish: White

Barn Light Electric Co. 
Original Gooseneck
Finish: Galvanized

WPX0 LED
Finish: Dark Bronze

GL-1: Front Facade lighting

Security Camera

WL-1: Garden WL-2: At Garage Exterior Door WL-3: South Walkway

AXIS P3268-LVE Dome Camera
Outdoor 8 MP dome with IR and deep learning

Featuring Lightfinder 2.0, Forensic WDR, and OptimizedIR, AXIS P3268-LVE delivers excellent image quality under any
light conditions. Based on the latest Axis system-on-chip (SoC), it includes a deep learning processing unit enabling
advanced features and powerful analytics based on deep learning on the edge. Thanks to AXIS Object Analytics, it offers
detection and classification of humans, vehicles, and types of vehicles—all tailored to your specific needs. Featuring
audio and I/O connectivity, you can integrate equipment and extend the value of your system. Furthermore, this robust,
IK10-rated, outdoor-ready camera includes built-in cybersecurity to help prevent unauthorized access and safeguard
your system.

> Excellent image quality in brilliant 4K

> Lightfinder 2.0, Forensic WDR, and OptimizedIR

> Analytics with deep learning

> Audio and I/O connectivity

> Built-in cybersecurity features

Datasheet
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Community 
Outreach

The Eng Family Homestead is stewarded by a task force comprised of Wing 
Luke Museum Board, executive staff, and community stakeholders, including: 
Board members Casey Bui, Sai Chaleunphonh, Gloria Lung Wakayama, 
Paul Mar, and Diane Sugimura, staff Cassie Chinn and Joel Barraquiel Tan, 
and community stakeholders Beth Takekawa and Tony To. Design for the 
Eng Family Homestead is guided by a 20-member Community Advisory 
Committee (CAC), including three generations of the Eng Family and 
comprised of: task force members, along with Eng Family members Uncle Tuck 
Eng, children Mary Anne Eng, Sue-May Eng, Ginny Eng, grandson Martin Ho, 
and cousin Jeannette U, educators Alice Ikeda and Megan Regalado, and Wing 
Luke Museum staff Heather Chan (museum services), Rahul Gupta (education 
tours), and Jessica Rubenacker (exhibitions).

The CAC has been meeting iteratively through design with five meetings to 
date, starting in December 2022 and continuing until completion. The January 
25, 2023 meeting was expanded to include additional Wing Luke Museum 
Board and staff and Eng Family members. Additional project outreach took 
place on January 28, 2023 at the Wing Luke Museum Lunar New Year Fair with 
1,000+ in attendance. 

伍氏家族房產由陸榮昌亞洲博物館董事會、行政人員和社區利益相
關者組成的工作小組負責管理，其中包括：董事會成員Casey Bui, 
Sai Chaleunphonh, Gloria Lung Wakayama, Paul Mar 和 Diane 
Sugimura、工作人員Cassie Chinn和Joel Barraquiel Tan、社區利
益相關者 Beth Takekawa 和 Tony To。伍氏家族房產的設計由 20 
名成員組成的社區諮詢委員會 (Community Advisory Committee, 
CAC) 指導，其中包括伍氏家族的三代人。成員包括：工作小組成
員、伍氏家族成員：叔叔Tuck Eng、子女 Mary Anne Eng、Sue -May 
Eng、Ginny Eng、孫子Martin Ho 和表姐妹Jeannette U、教育家
Alice Ikeda 和 Megan Regalado，以及陸榮昌亞洲博物館工作人員
Heather Chan（博物館服務）、Rahul Gupta（教育導覽）和 Jessica 
Rubenacker（展覽） 。

社區諮詢委員會從 2022 年 12 月開始一直在反複設計過程中召開
七次會議直至完成。 2023 年 1 月 25 日的會議擴大到陸榮昌亞洲博
物館董事會、工作人員以及伍氏家族成員。2023 年 1 月 28 日在陸
榮昌亞洲博物館農曆新年博覽會上舉行額外的項目外展活動中，吸
引 1,000 多人共襄盛舉。


